
INSTALLATION INSTRUCTIONS
THERMISTOR KIT

PART NUMBER 2932164011

This kit contains:
(1) 2932164011 Thermistor Adjuster
(1) 3105284.008 Installation Instructions

Tools required:
Screwdriver

WARNING!
Disconnect 120Vac and 12Vdc

power before servicing.

1. Remove top screw holding cover box in place and pry off cover.

2. Disconnect thermistor/sensor cable from P2.  (See Fig. 1).

3. Insert the sensor "Adjuster"  into F2 and insert the sensor cable into the
end of the "Adjuster"  (See Fig. 1).

4. Tuck "Adjuster” into control box and reattach cover and screw.

Figure 1



This manual has been provided courtesy of 
My RV Works, Inc. 

www.myrvworks.com 
 

 

 

  

 

 

You can find more RV service manuals here: 
www.myrvworks.com/manuals 

 

 
 

Over the years of running a mobile RV repair service, having a dedicated place 
to access service manuals for all the different appliances and components 
found on RVs was something that I always had a desire to create. 

I hope this resource makes your RV repairs easier, as it has mine, but please 
be careful and follow proper safety practices when attempting to repair 
your own RV.   

If in doubt, please consult with a professional RV technician!  

 

 
All service manuals provided on www.myrvworks.com are believed to be  

released for distribution and/or in the public domain. 

DARREN KOEPP  - OWNER, MY RV WORKS, INC. 
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